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ACPI05MCERT: 

Typ 
measurement 

range 
standard 

point 1 [°C] 
standard 

point 2 [°C] 
standard 

point 3 [°C] 

PI05M 

900…2000°C1 1000 1200 1400 

950…2000°C2 1000 1200 1400 

950…2000°C3 1000 1200 1400 

1100…2000°C4 1200 1400 X 

 

ACPI08MCERT: 

Typ 
measurement 

range 
standard 

point 1 [°C] 
standard 

point 2 [°C] 

PI08M 

575…1900°C1 900 1200 

625…1900°C2 900 1200 

625…1900°C3 900 1200 

750…1900°C4 900 1200 

 

ACPI1MLCERT: 

Typ 
measurement 

range 
standard 

point 1 [°C] 
standard 

point 2 [°C] 

PI1ML 

450…1800°C1 900 1200 

500…1800°C2 900 1200 

500…1800°C3 900 1200 

600…1800°C4 900 1200 

 

ACPICERT / ACPIHTCERT: 

Typ 
measurement 

range 
standard 

point 1 [°C] 
standard 

point 2 [°C] 
standard 

point 3 [°C] 
standard 

point 4 [°C] 

PI 
400i/450i 

640i 

-20…100°C 
Ambient 50 100 X 

0…250°C 
Ambient 50 100 200 

150…900°C 
200 500 X X 

HT 200…1500°C 
500 1200 X X 

 

 
1 Videoformat: 382x288 27Hz 
2 Videoformat: 382x288 80Hz 
3 Videoformat: 764x480 32Hz 
4 Videoformat: 72x56 1kHz + 764x8 1kHz 


